LAMP83

JOY SIVA USTU | SURFACE MOUNTED

18°

48° LEFL

100x100

| |
m W e Im Standard DALI Dimm
o 14 W+ 1630 Im L SU1813030 L SU1813040
85183 20W- 2280 1m L SUT813031 L SUT813041
28 W - 3100 Im L SU1813032 L SU1813042

Uriiniin siiriiciisti, gévdenin icinde olmadigindan; iiriin beton tavana monte edilemez.
Since its driver is not included inside the product body, it can not be mounted on concrete ceiling.

Proje calismalarinizda kullanacaginiz Lamp 83 aydinlatma aygitlarina ait en gtincel ltimen gikis verileri icin liitfen web sitemizde yer verilen Idt dosyalarini referans aliniz.

Please refer to most updated Lamp 83 lighting luminaires Idt files published within this web site to design your lighting projects.

3000K - 4000K - 1100-1600¢r [ F+3

Teknik ozellikler [ Technical properties

C€ w20 8500 [O D

Isik rengi / Light color

3000K - 4000K

Isik kaynagi / Light source

COB - L80-50.000 saat / hours

Renk tdleransi /| Mac Adam

Step 2-3

Min. renksel geriverim [ Min. CRI

>90

Govde [ Body

Altiminyum sogutucu / Aluminium heat sink

Boya / Paint

Elektrostatik toz boya / Electrostatic powder coated

Renk / Color

Siyah, beyaz, gri | Black, white, gray (RAL 9005, 9016, 9006)

Optik / Optical

18°-4:8° Reflektdr (+3°) + mat veya seffaf difiizor / 18°-48° Reflector (+3°) + matt or clear diffuser

Giig faktorii / Power factor

>0,95

Kontrol / Control

On/Off - Dali - Casambi

Siiriicti / Driver

Harici / External

Calisma gerilimi / Operating voltage

220V AC ~ 240V AC

Galisma frekansi / Operating frequency

50~ 60 Hz

Elektriksel koruma sinifi / Electrical protection class

Class 1-Class 2

IK sinifi [ IK class IK 09
IP sinifi / IP class IP 20
Kizaran tel | Glow wire 850°
Fotobiyolojik risk sinifi / Eye safety risk group RG1

Uriinleri, tabloda belirtilen versiyonlarla almak istiyorsaniz, iiriin kodunun sonuna ilgili harfi ekledikten sonra LAMP 83 miisteri temsilciniz ile temasa gegebilirsiniz.
If you would like to buy the products featuring options given in the table, please add relevant letter code to the end of product code and consult your LAMP 83 customer representative.

Casambi kontrol
Casambi control

Tunable white - 2700K~6500K
Tunable white - 2700K~6500K

Acil kit - 3 saat
Emergency kit - 3 hours

Ahsap renkli
Wooden color

Uriinlerimizle ilgili daha detayl teknik bilgileri ve 151k egrilerini www.lamp83.com.tr web sitemizde bulabilirsiniz. / Please visit www.lamp83.com.tr for further technical information and light distribution datas.



